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ABSTRACT: This paper addresses the elastic modulus associated with the radial interaction
between a slender axisymmetric reinforcing element and a matrix. In particular, reinforcing
elements with a significant surface structure are considered, and the elastic modulus of an
interface model is defined to characterize the local elastic behavior resulting from the mechanical
interaction that is not explicitly captured at a larger scale of modeling (i.e., a scale at which the
surface structure is not explicitly modeled). An analytical justification for the elastic modulusis
presented by determining the difference in the strain energy stored in a matrix that has a
homogenized (or smoothed) interface traction distribution versus a more concentrated traction
distribution that may occur with a complicated surface structure. Due to the importance of strain
energy in driving cracks, it is postulated that the elastic modulus should be such that the
composite with an idealized interface will store the same amount of strain energy as the actual
composite having an interface with a surface structure. Analytical results show that the elastic
modulus increases with the ratio of the contact area to the interface area and with a decrease in
the period associated with a periodic traction distribution. A numerical example shows the effect
of the elastic modulus on the prediction of longitudinal cracking in a quasibrittle matrix.194
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1. INTRODUCTION

Interface descriptions of the mechanical interaction between two constituent materias of a
body are common in computational mechanics. Often the characterization of this interaction
includes an elastic component. For different applications the elastic component can be
interpreted in various ways, e.g. representing: (1) the elastic behavior of athin layer of the more
compliant material (seee.g., Desal et al. [1]1984, and Desai and Nagara [2] 1986), (2) the elastic
behavior of a thin interphase region (see e.g., Chaboche et al. [3]) that has different material
properties than those of the constituent materials and is not otherwise represented in the model,
(3) the local elastic response associated with omitted geometric detail of the surface structure
(see eg., Goodman et a. [4] 1968, and Herrmann [5] 1978, Plesha et al. [6] 1989, and
Stankowski et al. [7]1993), and (4) a penalty parameter used to enforce a compatibility constraint
(see e.g., Herrmann [5] 1978, and Oden and Campos [8] 1981). This last interpretation reflects
that for some classes of problems the elastic moduli of the interface lack a physica
interpretation.

This paper will focus on the third case, justification for elastic moduli when the interface has a
significant surface structurel. Local response has been used to argue the need for elastic moduli
associated with interface models, and reversible deformation of the contact zone has been
experimentally measured for some applications (see e.g., Goodman et al. [4] 1968). However
partially because the surface structure associated with many interface problems has a random
structure (e.g., when the surface structure is associated with the roughness of an interfacial crack
face), analytical results for elastic moduli appear to be lacking. This paper gives an analytical
justification for an elastic modulus that characterizes average loca behavior which is not
explicitly captured at a larger scale (e.g., at a scale that might be used to model the matrix and
reinforcing element numerically). We will examine a particular problem in which a slender
axisymmetric reinforcing element can be idealized as (1) being stiff relative to the matrix and (2)
having a periodic surface structure. While several simplifying assumptions are made for the
analysis presented here, the general approach is applicable to alarger class of problems.

This study appears to be unique in: (1) its direct examination of the effects of a varying
interface traction and (2) the characterization of the strain energy associated with the variation of
the interface traction via the elastic modulus of an interface model. The study was motivated by
computational modeling at a scale where the reinforcing element and matrix are modeled as
solids, example computational analyses of composite materials at this scale include those of
Chaboche et al. [3] Schellekens and de Borst [9], Tsai et al. [10] 1990, and Walter et al. [11].
Most studies on elastic moduli in composites having an interphase or imperfect interaction
between the two phases have sought to determine the effective elastic moduli of an interphase
region of finite thickness (see e.g., Ko et al. [12], and Navard and Keller [13]) or the effective
elastic moduli of the complete composite (see e.g., Aboudi [14], Achenbach and Zhu [15],
Benveniste [16], Hashin [17], Theocaris et al. [18], and the review of Jayaraman et al. [19]). In
contrast, the elastic modulus (for an interface model) sought in this study was motivated by
attempts to model failure of the mechanical interaction along an interface. While this paper

1 surface structure refers to the deviation of the actual geometry from that of the idealized model. For example, an
idealized model might represent areinforcing element asacircular cylinder. The surface structure in this case would
be the portion of the actual reinforcing element that deviates from the idealized shape. The surface structure is
referred to as being significant if it can produce significant mechanical interaction when forces occur along the
interface.
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addresses the radial (normal) component of the elastic interaction, the approach presented could
aso be used to examine the increased tangent compliance along a materia interface due to
imperfect interaction.

The physical problem that motivated this analytical study is that of the mechanical interaction
between reinforcing bars (steel and fiber-reinforced-polymeriavciy) and a concrete matrix (Figure
1). These reinforcing elements have a fabricated surface structure (often idealized as being
periodic) that can produce a complicated interface traction distribution, in part because of a
reduction in the contact area after the propagation of an interfacial crack. Both physical and
analytical evidence exists for the variation of interface tractions. Experimental studies (see e.g.,
Goto [20] and Jiang et al. [21]) have shown that local failure of the concrete initiates at the ribs
on the surface of the bars. Numerical studies that explicitly model the surface structure (see e.g.,
Ozbolt and Eligehausen [22] and Reinhardt et al. [23]) have also demonstrated the concentration
of tractions near the ribs on the bars. One scale of computational analysis for these types of
problems (see e.g., Cox and Herrmann [24,25]) does not explicitly model the surface structure of
the bar; rather the bar is modeled as a cylindrical solid. At this scale the effects of the local
mechanical interaction must be accounted for indirectly, e.g., in an interface idealization. The
same approach can be used for other composite materials in modeling the mechanics of misfit
conditions arising from nonuniformity of the diameter of a reinforcing element (see eg.,
vezlParthasarathy et al. [26]).  This nonuniformity could be due to roughness that has a
“characteristic wave length,” (see e.q., reference) or afabricated surface structure such as serrated
fibers (see e.q., reference). However, there are many cases for which the effects of the “variation
of the interface traction” are less likely to be of practical significance; e.g., the results presented
later indicate that the effects of this variation decrease with a decrease in the “ characteristic wave
length.”

When the surface structure of a reinforcing element is significant, the mechanical interaction
associated with the corresponding misfit can be the most important contribution to the so called
“bond behavior.” Furthermore, this mechanical interaction can produce significant radial
tractions at the interface (especially following the propagation of an interfacial crack). While
experimental data (such as pull-out or push-out tests) may give an indication of the elastic
response corresponding to the axial displacement of the reinforcing element, experimental data
on the radia elastic response is often lacking; yet the radia elastic response can be important in
computational predictions of composite behavior. For example, with reinforced concrete the
radial traction component developed between the bars and concrete can produce longitudinal
cracking that fails the system (see e.g., Tepfers [27]1979, and Cox 1997). The need to further
examine the radial response was apparent in some of the validation problems for a bond model
developed by Cox and Herrmann [28,25]. A preliminary study [29](Cox 1996) investigated the
potential of including elastoplastic coupling in a bond model to account for the change in radial
elastic response with differing contact conditions, but an analytical basis for the model was
lacking. More recent applications of the model have addressed FRP reinforcement [30].

This paper focuses on the radial elastic response attributed to an interface idealization when the
actual traction distribution along the interface is assumed to be axisymmetric and nonuniform
(but periodic) in the axial direction. While the actual traction distribution will not generally
satisfy these assumptions, these idealizations of the actual problem can allow analytical results to
be obtained that yield significant insight. Furthermore, the analytical solution can be applied as a
first order approximation when these assumptions are not strictly true.[avcs]

The paper is organized as follows: the first section presents the simplifications that lead to the
underlying analytical model; the second section presents the analytical solution; the third section
shows how the analytical solution may be used to determine an equivalent elastic modulus of the
interface idealization and presents analytical and numerical results; the fourth section presents an
example to demonstrate the effect of the model on predicting longitudinal cracking in a
guasibrittle matrix; and the fifth section presents a brief discussion and conclusions. The
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emphasis of the paper is upon determining an analytical expression for the elastic modulus of the
interface model.

2. ANALYTICAL MODEL

The interface idealization of bond can be described in terms of two simplifications. Thefirstis
the homogenization of the interface traction distribution and the ssmplification of the interface
geometry. Figure 2 presents close-up views of sections (constant ) from an axisymmetric
surface structure and the corresponding idedlization that eliminates the detail of the surface
structure. A cylindrical coordinate system is assumed with the z-axis corresponding to the axis
of the bar. Figure 2a presents a schematic of the radial component of the interface traction
(shown on the matrix) between the reinforcing element and the matrix for a unit surface element.
The unit surface element consists of the complete interface surface for one cycle of the surface
structure. The length of the unit surface element is denoted by s.. Figure 2b presents a schematic
of the normal component (shown negative) of the interface traction between the reinforcing
element and matrix for the interface idedlization. The interface idealization will yield a
continuous traction distribution, that is smoother than the actua traction distribution. For
example, the uniform distribution of s shown in Figure 2b (the “macroscopically homogeneous’
case) would be the interface idealization of a periodic traction distribution as depicted in Figure
2a for asingle interval. In conjunction with the simplification of the traction distribution, the
actual surface geometry is also idealized as a cylindrical surface. Though not depicted in Figure
2, the actual interface geometry can change with material damage. In general, the homogenized
stress is defined so that the average of each traction component in a cylindrical coordinate system
isthe same; for example

2pr@ s (2dz=- QT (za)dA ()
where A denotes the actual area of the unit surface element, and T, denotes the radial component
of the actual interface traction. As previously discussed, for the idealized problem considered
here T, is assumed to be axisymmetric and periodic; thus T, is only a function of z, and s is
uniform.

The second simplification, unique to interface idealizations, addresses the kinematics of a unit
cell of the matrix adjacent to the interface (sometimes called the bond zone). Figures 2c and 2d
give schematics of the deformation of the actual unit cell versus the deformation of the same unit
cell for the interface model (again depicted for the “macroscopically homogeneous’ casg). dn
denotes the elastic extension of the interface (Figure 2d denotes a negative value), and D is the
corresponding elastic modulus which satisfies

s = Dd, 2
point-wise. For the two unit cells, note the difference in the distribution of the radial
displacement. The elimination of the surface structure and the corresponding traction
concentrations — the first simplification — produce a different response in the matrix, even for a
“perfect matrix model.” While inelastic response can still occur with the interface idealization,
the omission of the surface structure (which results in a less concentrated traction distribution) is
likely toinitially produce less inelastic response that is more distributed in the z-direction.

Now consider the idealizations that define the problem that will be solved analytically. The
actual problem might have a geometry as depicted in Figure 2c. We adopt a cylindrical
idealization of the surface geometry and project the actual tractions onto the cylindrical surface
(accounting for the change in ared). Furthermore, we assume: (1) a macroscopically
homogeneous traction state (i.e., s is uniform), and (2) that the corresponding actual tractions
vary periodically over the length of the unit surface element (s) and are evenly (or
symmetrically) distributed about the center of each unit surface element. Boundary conditions
are assumed such that we can consider the behavior of a single unit cell of a cylindrical domain
asdepicted in Figure 3. (Alternative boundary conditions will be discussed later.)
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For problem a the elastic properties of the unit cell (C') are the effective elastic properties that
include the effects of microcracks developed during loading, which would generally produce an
inhomogeneous and anisotropic elastic solid at the mesoscale. (Even this rather genera
idealization includes the constraint that the spatial distribution of the material properties are
symmetric about the center of the cell.) For the next level of idealization, problem b, the elastic
properties are assumed to be homogeneous and isotropic. An “auxiliary problem,” to either
problema or b, isdefined in Figure 3c, where

§/2
f t,dz = L (3)
§/2

(i.e, the tractions are said to be “statically equivalent”) but an additional measure of “problem
equwalence” must still be defined. t, and L; are the equivalent traction and contact length,
respectively. (After we fully define “problem equivalence”, it will be clear that the values of t,
and Lt would differ for “equivalent” auxiliary problems to problems a and b.) In concept
problem a is closest to the actual problem, but effects of microcracking in the matrix are not
considered in this study. The effect of the traction distribution will be considered, but since it is
generally unknown it is usually sufficient to consider problem c. By proper definition of the
elastic modulus, the interface idealization depicted in Figure 3d will also be an “equivalent
auxiliary problem.” In this case we have that

SS = thlt 4)

We will now consider measures of equivalence for the auxiliary problems. By
problems b, ¢, and d are equivalent in a Saint-Venant sense (see e.g., Sokolnikoff

[31]1956), assuming that for problemd D® ¥ (i.e., when the elastic interface model is omitted).
This measure of equivalence does not uniquely deflne tn and L;. (This first measure of problem
equivalence is analogous to defining macroscopic stresses in terms of volume averages in a
continuum.) and it can not address how problems a and d could be “equivalent,” since the two
domains do not have the same materia properties. An additional measure of “problem
equivalence” (beyond “static equivalence” of the tractions) is needed. In particular, we seek to
eguate some measure of the response of the two models. For example, we first considered
models that would have the same average radial displacement along the interface. It is a fairly
simple exercise (see Appendix A) to show that the average radial displacements of problemsb, ¢
and d are the same when D°® ¥. However, the additional measure of “problem equivalence”’
should address the physical aspects of the problem that are important to retain with the
homogenization of the interface tractions. As previously noted, in some cases the elastic
response is very important in bond models toward the accurate prediction of matrix or interface
cracking. Since the elastic energy stored in the material can be released to drive cracks, we will
define the additional measure of “problem equivalence” as: two “equivalent problems’ will store
the same amounts of elastic strain energy in their domains. Thus the key to determining D®isthe
solution of problems b through d. If we solve problem b, we can obtain an analytical solution for
the elastic modulus and examine its dependence upon the traction distribution. (This second
measure of problem equivalence is analogous to using energy-based approaches to determine
effective elastic moduli of a continuum (or their bounds), but in this case the “effects are lumped
to theinterface.”)

Focusing on the elastic response of the matrix to determine the elastic modulus associated with
the mechanical interaction neglects the strain energy of the reinforcement. That is, “statically
equivalent” traction distributions will aso result in different amounts of strain energy stored in
the reinforcing element. Thus, the following theoretica development is applicable when the
elastic modulus of the reinforcement is much larger than that of the matrix; otherwise, it only
presents half of the solution, since the solution for the reinforcement subjected to a periodic
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normal traction should also be included.” Furthermore, the surface structures of some
Lei nforcements could undergo significant deformation not accounted for in the solution presented
ere.

Determination of the effective elastic modulus of the interface has similarities with continuum
damage mechanics which provides a mesoscopic description of the mechanical behavior of a
microcracked solid. A simple definition of damage in a solid for the one-dimensional case is the
effective surface density of microdefects (see e.g., Lemaitre [32]1992). One can view the change
in elastic behavior attributed to an interface surface in asimilar manner. Notethat t, and L; are
analogous to the effective stress and effective area of continuum damage mechanics for a solid
[33](Kachanov 1958), and in an analogous manner generaly L; L, — the difference in the
general case being due to loca damage of the matrix and the distribution of traction.
Furthermore the relationship between the effective stress and homogenized stress (s) can be
written as

f-_S_

"T1D (52)
where N

D=1- ¢ (5b)

Rather than postulating the applicability of a principle such as the strain equivalence principle
[34](Lemaitre 1971)1avca), we will analytically determine how the elastic modulus varies with D
by maintaining the same amount of elastic strain energy that exists with the “actua traction
distribution.” (For this problem, it is more natural to express the solution in terms of the fraction
of the surface in contact, L{/s=1-D.)

3. ANALYTICAL SOLUTION

3.1 Governing Equations

The governing equations for the axisymmetric problem are as follows. Equilibrium is governed
by

ﬂSrr_l_ﬂSrz_l_Srr—quq -0 ﬂsrz_l_ﬂszz_*_%: 0
I 9z ' qr b |4 ' (6a,b)
and sjj=sji. Thelinear strain-displacement relationships are given by
u u
&r= h eqq = % ey = h (7ab,c)
r : 9z
€0 =0, & =1 E+ﬁ) &, =0, (Tdef)
Ir 9z
and the constitutive relationship for linear isotropic elasticity can be written as
Sir=1J+2Mgy, Sgq=1J+2Mgyy, Sz =1J +2Me,, S(; =28, (8a-d)
whereJ =gj, and| and mare Lamé's constants. The boundary conditions are given by
uZlZ:— Srlz = uZlZ:Sr/Z = 0 ' S rz Z:—Srlz = S rz Z:Sr/Z = 0 (ga’b)
S mir=r. = t! S rZir=r. = 0 (gc7d)

* The simpler case is shown here for brevity; effects of the deformation of the reinforcement will be presented in the
dissertation work of the second author.
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Siile=, =0, Sil-, =0 (%)

rzlr=r,
where t denotes a generic distribution of traction normal to the surface (i.e., it may represent
either t, or t,).

3.2 Solution

Due in part to the symmetry of the problem defined over a unit cell, the solutions for u; and u,
are even and odd functions of z, respectively. The solution will be obtained in a manner similar
to the Levy solution for simply supported plates [35] (Timoshenko and Woinowsky-Krieger
1959)." The nonzero displacement components are written in terms of orthonormal bases for
sguare integrable even and odd functions of z as

¥ ¥
ufr,z) = & (N cn(2), uAr,z) = & nxu(rF«(2) (10a,b)
where "0 =
& "0
anl2) = _ Sin(zwp) — g
Fen(2) C"f%”), 0 Fa(2) = Sl Wi _—g—” (10c-€)
S

Since these are orthonormal bases for the variation of the functions in z for a fixed r, the
coefficient functions are just projections of the solution onto each basis function, i.e.,

ee(r) = {ur,2),F en(2), Nan(1) = (u4r, 2, F sn(2) (11ab)
S 2
where (a,b) = (‘)s /zabdz. These coefficient functions can be found by projecting the governing

equations onto the basis functions. For the equilibrium equations this can be written as

<Fcn'ﬂsl’r+ﬂ5rz+5rr—rsqq>zo <Fcn;ﬂsrz+—ﬂszz+%>zo
Ir 1z , Ir 1z (12a,b)
<anlﬂsrr+ﬂ5rz+srr—rsqq>=o <an,ﬂsrz+—ﬂszz+%>=0
r 1z , r 1z (12c,d)
The left sides of and are identically zero since in both cases one factor in
the inner product is an odd function and the other factor is an even function of z. Substituting the
constitutive and strain-displacement relationships into and
gives two equations for the displacement components (for n>0). Then using the
orthonormality of the bases and , We obtain the following set of coupled ordinary
differential equations for n,, and N, (n>O)
_nr,.,(rrwr%+%) + dn”‘ g + _(n”‘ a) +_(an“ bwin) =0
r
bwh dnrp Nzn d?np _
-n ——bwn -n aw _‘ +—=m =0
T ) dr ) amen m) dr? " (13a,b)

where a= | +2mand b= | +m. By the same methodology, for the case of n=0,
gives

* A related numerical solution for a ring stiffened shell rocket booster was previously given by Herrmann and
Tamekuni [36]1965. Kurtz and Pagano [37] used stress functions to examine the deformation of a fiber within a
matrix and referenced several analytical solutions using the same approach to solve related problems.
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d?no , 1dng o
dr2 T dr r2 0 (14)
Taking the derivative of , multiplying it by a/(bwy), and adding it to
, gives the following relationship for n;p,

__a[®ng, 10y, 1 Ong| (ath\dng 15
n = bw3\ dr3 T dr2 r2 dr (bwn) dr (15)
Substituting thlsmto gives afourth order ordinary differential equation that can
be shown to be of the form

L (L,(v,)=0 (16)

where L, isthe differential operator given by

d 1d )

—— 4= 16b
b a? rdr (160)

The change of variables y=w,r alows L, to be expressed as the modified Bessel operator of
order O:
, d? d
L, =y’ —y yd_y -y (17)
(The dependence of L, upon n is not explicitly shown since it enters through the definition of y.)

By employing the following properties of the modified Bessel functions of the first and second
kinds:

Ln[lo(y)] =0, I-n[Ko (Y)]: 0, Ln[y|1(y)]: Zwﬁlo(y)' Ln[yK1(y)]: - 2W§Ko(y)

the solution of each coefficient function can be expressed in the form
Vio(r) = gor + czo% (18a)
Voo (1) = - € L (W,r) + G, K (wor) + 6, [4- )L 1) - w,rl(w, )]
+c4n[4(1- n) K, (w,r) +wan0(wnr)]

V(1) = Gl o(War) + CnKo(Wor) + CoW, rl (W,r) + ¢ W r Ky (W,r) (18c)
Now with the general form of the solution for the displacements, the solution for the stress field
can be obtained. For this study, only the Sr and sy, components are needed to address the
boundary conditions and to determine D€, Combining the strain-displacement relations (7), the

(18b)

constitutive , and solution for the displacements , the stress Componentscan
be expressed as .
S, = éos S(NF (2, Sy, él W(NF (2 (19a,b)
n= n=
where
So(r) =S¢ Go +Sc Co (209)
Sn(r)zzn(scmcm +Scan2n +s c3ncsn +504nc4n) (ZOb)
tn(r)zzrr(tcmcln +t QHCZn +t canc3n +tc4nc4n) (ZOC)
and
scl =2(1 +m), S, =-2n/r? (21a,b)
=-w, Lo, r)+ 1, r)/r, S¢. =-W,Ko(w,r)- Kyw,r)/r (21c,d)
= (3- 2n)w, oW, r)- 4@- n)I(w,r)r-w rll(w r (21€)
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Sc4n = '(3' 2’])WnKO(Wnr)' 4(1' n)Kl(Wnr)/r - Wr?rKl@Vnr) (Zlf)
tqn :Wnll(Wnr)’ tczn = 'WnKl(Wnr) (22a,b)
tcSn :Wﬁﬂo (Wnr)' 2(1' n)Wnll(Wnr) (220)
tcl,n = 'Wr?rKO(Wnr)' 2(1' n)WnKl@Vnr) (22d)
(For , n>0.)
Projecting the boundary conditions and using Cauchy’ s relationship between traction and
stress components gives the following Equations for the unknown coefficients
(Fas - =(Fat) (Fansp)_ =0 (23a,b)
\Fm, - =0 (Fanseall,., =0 (23c,d)
and the properties of the basis functions allow these equations to be expressed
as
&l Sal=r B a0
Col r=r Golr=r "T*0U _1dolUl
é . Y=1, v (244)
escwlr=r Sqo|r=ro o C2ob 1
Zsclnlr:r Sc2n|r=r S Csn|r=r Sc4 |r r u| G,u la /(2m)u
) _. S _. S _. S e, I 1 o |
a clnlr r, chlr r c3n|r r c, | u,oz y=i o (24b)
écln r=r, t02n r=r tgn|r=r tc4 r=r ul % | 0 |
gclnll’=l'U tCZH| r=r, t C3n|I’=I’ tC4n|I’=I’D HI C4nb T O p
wherethe a’s are the coordinates of t inthe F ¢ basis, i.e.,
a, =(F 5,0 (25)
The solution of gives
ar’ g rr?
o ' C, = —F 26ab
07 +m(”- r7) 2 2n( - r?) (26ab)
Solving for each n>0 gives the remaining unknown coefficients, thus completing

the solution for both the displacement and stress fields. While the exact solution to this linear
system of equations can be expressed analytically, the expression is omitted for brevity.

3.3 Veification

The mathematical correctness of the above solution was evaluated using symbolic
manipulation and by examining the predicted solution for three problems. The first problem
simply verified that the solution reduces to the classical solution for a thick-walled cylinder
subjected to a uniform traction over the unit cell. For thiscaset is proporti onal to F o thus a,=0
for al n>0. The solution then follows directly from

In the second problem, we examine the form of the solution for an arbitrary t whenr,® ¥. The
propertles of the modified Bessel functlons of the first and second kind imply that asr® ¥
Sc1Scyilote, ® ¥ ads,, ,s., .t.,,t., ® O, respectively. Thus, by ,
bounding the solution “at |nf|n|ty” implies that c;n= c3, =0 for al n. then reduce

to
@ C20

r=r ):20 =4, (279)
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%chlr:p S |rr 1 Con () |a/(2r’®u

a (27b)
Selee teleblo
for which the solution is given by
Gy = ﬁ.ﬁ_ (28a)
2rrA(Wnr.)
6 = mvu) 50 (280
2mAW,r;)
where
AW ) =war [Kg (o )- Ko, )] 21- n)K; (W) (29)

The coefficient functions for the displacement and stress components (n>0) are then given by

af -'Wnri KO(Wnri )Kl(Wnr)-'-WanléNnri )KO@Vnr)-'- 2(1' n)Kl(Wnri)KléNnr)]
Vin(r) = (302)
2mA(W,r;)
V()= a,n [ w o Ko fvar Ko fw,r) +w,rk (w,n K (v, r)- 20 n)K, (v, )Ky(w, )] (300)

2mAw, ;)

Sy (r) =a, Wy [Nnri Ko 6Nnri )Ko (Wnr)+ Ko QNnri )Kl(Wnr)/ r- K QNnri )Ko (Wnr)

- 2(1- K, [, K, (Wor ) I(w,r) - work, )Kl(wnrﬂ/ (30c)
A.ri)

t ( ) aanrI |§Nnri KO @Vnrl )Kl(Wnr)_ Wanl(Wnri)KO (\Nnr)]
r)=
Aw,r)

While these results were derived for an infinite domain, they are also useful for obtaining
accurate approximations of finite domain problems. Application of the general solution
previously derived for finite domains, requires the solution of for each n>0.
While all of the terms of the matrix remain bounded for a finite domain, the difference in the
asymptotic behavior of modified Bessel functions of the first and second kinds can result in
coefficients which vary by many orders of magnitude (e.g., differing by a factor of 10™°) — the
smaller coefficients being those multiplied by terms that include modified Bessel functions of the
first kind. Even the associated product terms (e.g., S, C,) can be many orders of magnitude
smaller (e.g., differing by a factor of 10°) than those asSociated with modified Bessel functions
of the second kind. The dominance of the terms associated with functions of the second kind
increases with n and ry/r;, and tends to result in increasingly ill-conditioned linear systems of
equations. Thus for the problems that motivated this study (ro/ri>4), the solution for infinite
domains s accurate for n>0. (This observation will be further demonstrated in the next section.)
Hailing verify all of this. Hailing didn’'t feel this detail was necessary, but without it I'm
concerned that equations (24 may be misapplied.

(30d)
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The last verification problem compares numerical results obtained from the above solution to
those obtained from a finite element (FE) analysis of a unit cell. The unit cell corresponds to a
concrete bond specimen [38] Malvar (1992) with the following properties: r; = 9.525 mm, r, =4
ri, Li=1.587 mm, 5=12.8 mm, E=38700 MPa, and n=0.17. The normal traction is uniform with a
magnitude of s/L; MPa(i.e. correspondsto s=1 MPa).

Figure 4 shows the comparison of displacement components (u, and u;) aong r and z
coordinate directions for al of the solutions. Two solutions using the analytical expressions are
shown to indicate the extent of convergence. The finite element solution used 392 bilinear
guadrilateral elements graded more finely near the applied traction. While the finite element
mesh is not sufficient to capture the [avcsidiscontinuity in e, near the edge of the load (Figure 4a),
its overall agreement with the analytical solution suggests that the analytical solution is correct.

Figure 5 shows the FE predicted distribution of s, for one half of the unit cell. Clearly the
difference in response between the actual and homogenized traction is very local; this behavior is
consistent with the previous observation — that for n>0 (the terms associated with the local
response) the solution is not sensitiveto r,, for the problems that motivated this study. The extent
of the local response also gives an indication of the minimum “fiber spacing” for which the
anaysis is applicable to. With an analytical solution, we can now return to the problem of
determining an expression for the elastic modulus associated with the interface — a direct
consequence of the local behavior.

4. ELASTIC MODULUS

4.1 Formulation

We previously defined equivalent problems as those that store the same amount of elastic energy

and have “statically equivalent” traction distributions. The strain energy stored in an elastic unit

cell is equal to the work done by the traction t. Therefore, we can ssmply use the analytical

solution to compute the work done by the interface tractions in problems b and d, and then equate

them to determine an expression for D. The work done by the tractions in problem b is given by
S, /2

W, =-pQ. {2 (n, 2)dz
p (31)
=- prl a annrn(ri)

n=0

where the last relationship uses the expressions for both factors of the integrand in terms of the

F ¢ basis and exploits the orthonormality of the basis. Using the definition of the elastic modulus
, the work done by the tractionsin problemd is given by

W, =(prs)s[-u()+d,]

= (rs)s[u.(:)+s/07]

where, by ,
s=0 O, .tz (33)

(Note that the notation u,(r) unambiguously refers to the radial displacement for problemd, since
the displacement for problzem b also varieswith z) Equating the work in the two systems gives

D° = XS (34)
§SU (rl )' é annrn(ri )
n=0

(32)
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By the definitionsof s and F o, @, =S JE . Furthermore, as shown in Appendix A, the average

radial displacement for “statically equivalent” traction distributions is the same. Thus, we aso
have the relationship that n ,(;)=u(r)y/s . The expression for the elastic modulus can be

simplified to
2
D= — (35)
- é a nnrn (rl)
n=1
Now let us examine the dependence of the elastic modulus upon Y oung’'s modulus (E) and the

diameter of the reinforcing element (df). To do so, it will be convenient to express ney(ri) in the
symbolic form — note w,r, was eliminated due to its linear dependence

a rhw.r,r/r,,n
Ny ()= ( = /1.0) (36)
where h is a dimensionless function. This form follows from ; a simpler

version of thisform is readily apparent in the solution for the special case when ro® ¥,

. The elastic modulus can now be expressed as

D¢ = fE 37)

d s & 0
- fa (\;_n' h(Wnri’ri/ro ’n)
n=1 0

where d; denotes the diameter of the “fiber” (2r;). Assume that the geometry of the surface
structure scales with di. Furthermore, assume that (for a given load level) the scaling of the
surface structure geometry will scale the traction distribution accordingly. Then both ay/a and
wpri are independent of d;. If ro is sufficiently larger than the range of r; to be considered (i.e.,
the solution for the infinite domain case is sufficiently accurate), then D®isinversely proportional
to the diameter of the reinforcing element. As expected the elastic modulus varies
proportionately with Young's modulus of the matrix, but the variation with Poisson’s ratio is

complicated.
The denominator of gives a direct measure of the effect of having a nonuniform
traction distribution. As previously noted, the zero terms of give the

response of the unit cell for a uniform traction distribution. All of the other terms in the series
expansions account for the deviation from a uniform distribution.  Furthermore, the
orthonormality of the basis functions implies that the contributions of the other terms (n>0)
correspond to traction components that are “statically equivalent to a zero traction.” Thusin a
Saint-Venant sense, these other terms represent the local response.

Alternative boundary conditions to those defined by (Figure 3) could aso be
considered. One alternative is to allow the unit cell to exhibit uniform axial displacement along
the sides (z=+s/2). It can be shown by superposition that while the solution of the boundary
value problem differs, the value for the elastic modulus does not change. A second aternative is
to include a normal traction on the outer surface (s,) of the unit cell (r=r,). For this case,

must include the work done by s,. Using reciprocity and superposition
one can show that if s, is aconstant, then again the elastic modulus is the same as that calculated
from the original boundary conditions; when s, is not a constant, Saint-Venant’'s principle
indicates that the effect of s, upon D® will decrease with an increaseinr,. (The effects of r, are
considered in the subsection below.)

Generaly the interface traction distribution is an unknown, but the emphasis here is not upon
the direct application of . In some cases (e.g., if one could estimate a contact area
based upon a known surface structure) one could use to estimate D® for an analysis
where it would be treated as a constant. As previously discussed there is also motivation in some
applications to consider the effects of changing contact conditions on the elastic response even
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though there are also several uncertainties. The analysis does provide qualitative insight on the
effects of imperfect contact conditions. We will briefly consider factors that affect the elastic
modulus, including: (1) contact length, (2) traction distribution, and (3) unit cell length (s,).

4.2 Reaults

Most of the following results are presented in a nondimensional form and thus are not tied to a
particular application. The parameters that define the problem are given by: r, /r; =4, s/r; =1.34,
and n=0.17 (unless indicated otherwise).

Figure 6 shows the variation of the elastic modulus with respect to contact length and for two
different traction distributions over L; (uniform and cosine). (Over the contact length, the cosine
distribution is given by t(2)=tmaxC0oS(zp/L;), where tn.x denotes the maximum traction value.)
These analytical results support the postulateavce that the compliance of the interface should
increase with a reduction in the contact length. The results also indicate that the effect of the
traction distribution decreases with the contact length. As previously noted, since both the
contact length and traction distribution are unknown it may be simpler to consider an equivalent
system that has a uniform traction distribution over the effective contact length. Equivalent
systems will store the same amounts of elastic strain energy, and thus will have the same elastic
modulus. As an example (see the “box” on Figure 6), a cosine distribution with a contact length
of s/2 will have an equivalent contact length of about 0.38s;, which isintuitively consistent with
the cosine distribution being more concentrated (for a fixed L;) than a uniform distribution
associated with the same “radial force.”

For the uniform traction distribution over the contact length, D*® ¥ as Li«® s , since problems
c and d are the same under these conditions. In contrast, for the cosine traction distribution D°
approaches a constant value for full-contact conditions. That is, even if full contact exists along
the interface, any homogenization of a nonuniform traction distribution requires a finite elastic
modulus for the interface if the two systems are to store the same amount of elastic strain energy.
Also note that the effective contact length has alength less than the unit surface element.

To incorporate the dependence of D® upon the effective contact length into a bond model
requires the contact length to be related to other variables in the model. These relationships may
include the effects of local material damage upon the effective contact area; thus they are
application specific, and not within the scope of this study. (A model that relates the contact
length to other model variables was recently combined with the analytical results presented here
[39][Cox and Y u 1998] in the context of concrete modeling and significantly improved the radial
response of a bond model.)

Figures 7 through 10 examine the effects of some of the other parameters upon the elastic
modulus of the interface. Figure 7 shows the relative insensitivity of the solution to Poisson’s
ratio. Figure 8 shows that for this case the infinite domain solution is relatively accurate for
ro/ri>2, suggesting that it is “applicable’” when the reinforcement is separated by a distance of d.
Figure 9 shows the variation of the elastic modulus with respect to changesin both s and L. The
intersect of the two curves corresponds to the last verification problem (results shown in Figure
5). For the parameters of this problem, D® is more sensitive to a change in s/L; due to a change
in s than due to a change in L;. Figure 10 indicates how D® varies with respect to s for fixed
values of s/L;. Clearly the elastic modulus depends upon the fractional contact area and upon the
length of the unit surface element — a characteristic length associated with the surface structure.

5. EXAMPLE APPLICATION

Now consider the application of the elastic modulus to a problem that includes longitudinal
cracking. The derivation of D® was based upon an axisymmetric problem, yet the motivation for
this study was to correctly characterize the strain energy stored in a matrix when the problem is
modeled at a scale in which the details of the traction distribution have been homogenized — in
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particular to characterize the strain energy available for driving longitudinal cracking in the
matrix.

For demonstration, we again examine a concrete bond specimen [38]. In the actual bond
experiments, the radial components of the interface traction result from a complex mechanical
interaction, but the effects of the elastic modulus can be demonstrated with a simpler problem.
The specimen is subjected to radia interface tractions corresponding to the macroscopic
homogenous traction case. Four axisymmetric finite element models of the specimen are
adopted with different idealizations.

In al four models a simplified representation of the longitudinal cracking in concrete is
adopted; this type of representation originated with the analytical work of Tepfers [27]. The
model presented here (for a FEM analysis) follows the approach of Rots [40], where the effects
of longitudinal cracking are incorporated into an “axisymmetric material model.” Figure 11
shows the end-view of a specimen having three longitudinal cracks. Each crack is idealized as
being planar with a process zone of infinitesimal thickness, and all of the cracks are assumed to
grow concurrently. The process zone in the plane of the crack has afinite length and is referred
to as the cohesive crack [41](Hillerborg et al. [1976]). The nonlinear behavior of the process
zone is characterized by the following traction—crack opening relationship for the cohesive crack

s = [0+ @) = - (1+c e ] (39)
where W is the ratio of the opening displacement of the cohesive crack and the minimum crack
opening (W,) for which there is no traction across the crack, f; is the tensile strength of the
concrete, and ¢; and ¢, are model parameters. For this example, we assume three longitudinal
cracks can develop, f=4.69 MPa, w,=0.11 mm, ¢,=6.93, and c; is selected so that the energy
required to create additional crack surface (the so called fracture energy) is 100 Jm* — a typical
value for normal strength concrete. Thisrelationship is graphically depicted in Figure 12.

To incorporate the effects of longitudinal cracking in the context of an axisymmetric model the
hoop response of the “materia model” is modified. The matrix material between the
longitudinal cracks is assumed to be linear elastic (E=38700 MPa and n=0.17) and in an
axisymmetric stress state; i.e., the hoop stress is assumed to be independent of q and equal to the
traction across the cohesive crack. The sum of the crack openings associated with a given point
(i.e, for fixed values of r and 2) is divided by the circumference giving an additional contribution
to the “ effective hoop strain.”

Four finite element models address different levels of idealization. Figure 13 depicts the most
complex model — model 1. The actual materia interface geometry is explicitly modeled, and
uniform tractions are applied to inclined surfaces. Model 2 omits the detail of the surface
structure adopting a cylindrical representation (as Figure 3b), with uniform tractions applied over
the same projected areas. Models 3 and 4 represent the macroscopic idealizations, which have
uniform tractions over the whole interface (as Figure 3d). These latter two models differ in that
model 4 includes the elastic modulus based upon Equation (37).

Figure 14 shows traction versus radial displacement results for the four models. The peak
traction represents the traction at which the longitudina cracks become unstable. The
displacements are the average displacements for each model over the regions where the tractions
are applied. The results suggest that for this example: (1) the effect of simplifying the surface
geometry (model 2 vs. model 1) is not significant, and (2) including the elastic modulus in the
macroscopic model alows the radial response to be more accurately reproduced (model 4 vs.
model 3). The difference in the structural softening responses (model 1 vs. model 4) is partially
due to the position of the uniform traction distribution used in model 4; the uniform load was
distributed over the actual bonded length rather than “centering” unit surface elements with
respect to the ring loads. Note that while D was derived for an uncracked solid, the improved
results for the macroscopic model extend beyond the initial elastic response. The effect of the
change in contact area with material damage is examined in a forthcoming study [39] (Cox and
Yu 1998).
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6. DISCUSSION AND CONCLUSIONS

For some applications where an axisymmetric reinforcing element is modeled at a scale where
details of the surface structure are omitted, the effects of this surface structure should still be
characterized. The radial elastic response of an interface characterization was addressed in this
study. The approach presented here for determining the corresponding elastic modulus of the
interface requires the homogenized traction distribution (1) to be “statically equivalent” and (2)
to produce the same amount of strain energy in the constituent materials. An analytical solution
of the elasticity problems associated with the “actua” and homogenized traction distributions
(equivalent problems b and d) yields an analytical solution for the elastic modulus as a function
of the model parameters. The solution presented assumes that the elastic strain energy stored in
the matrix is much greater than that stored in the reinforcing element, but the solution is easily
extended to the more general case by considering the corresponding “interior problem” of a
cylinder subjected to a periodic traction. The analytical expression for D® gives an interface
characterization of the local elastic response associated with the surface structure of the

reinforcing element.

While smplifying assumptions were made (e.g., axisymmetry, periodicity, homogeneous and
isotropic material properties) to obtain an analytical solution, the solution does provide
information on an elastic modulus for which experimental datais often lacking. Results from the
solution have been applied in a specific interface model [39](Cox and Yu 1997), but several
qualitative observations that may have a broader application (e.g., for rough interface surfaces
with a characteristic wave length of roughness ) can also be made.

(1) For applications where the surface structure and corresponding traction distribution scale
with the diameter of the reinforcement, the elastic modulus is inversely proportional to the
diameter.

(2) Even when nonzero tractions exist over the entire unit surface element, the solution
justifies the use of an elastic modulus when the traction distribution is nonuniform and aso
indicates that the effective contact length is less than the length of the unit surface element.

(3) For the example problem considered, the elastic modulus of the interface was proportional
to Young's modulus but relatively insensitive to Poisson’s ratio. The prediction of longitudinal
cracking by a model that idealized the interface tractions as being uniform was improved by
including the elastic modulus.

(4) If one associates the change in traction distribution with contact between the surface of the
reinforcing element and the matrix, the anaytical solution shows the interface stiffness (a
measure of “smoothness’ of the surface) should increase with an increase in the effective contact
area, and decrease with an increase in the characteristic length associated with the surface
structure (s).

APPENDIX A

In this appendix, the reciprocal theorem of Betti and Rayleigh (see e.g., Sokolnikoff [31]1956)
is used to show that the average radia displacement (over the interface) of problems b through d
are the same when D® ® ¥. It is sufficient to consider problems b and d of Figure 3 with the
interface deformation of problem d neglected. Betti and Rayleigh’s reciprocal work theorem
givesthe following relationship

QLu'dA= suidA (A-1)
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where the superscripts b and d denote the particular problem. Since both s and urd are constant
over the interface surface, and the interface traction distributions are “statically equivaent”
(Equations (11) and (3) relate the interface tractions), the above relationship can be expressed as

d _1 NP
u- = AQur dA (A-2)

That is, the average radial displacement of the interface is independent of the radial traction
distribution assuming that the traction distributions are “ statically equivalent.”
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revised version
Figure 1. A reinforcing element with surface structure
bridging a crack (after Goto [18]1971).
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Figure 5. Finite element predictions of s, for: (a) tn, (b) s, and (c) t,—s.

22 Cox/Yu



Draft: September 19, 2000, 3:30 PM

25 R T T T T T T T T T T /
20 : Uniform distribution ]
I R Cosine distribution / ]

15

wor -
St / ]
(&) B -
101 .
™ _ Lt /Sr »I ,/' 4
- Lt /sr )| . i
5 — )

OO 1 1 1 O 2 1 1 O 4 1 1 O 6 1 1 1

' ) Lt /sr :

Figure 6. Variation of D€ with contact length (fixed 5).

A

o

tr

0.8

Figure 7. Senditivity of D€ to Poisson's ratio
(fixed ).

23

Cox/Yu



Draft: September 19, 2000, 3:30 PM

—————— 00— ——————
v A 3

) /

1.2F .
C L] ]
w FE 71— 1
=k ¥ -domain solution 1
‘o F E
0.6 F ]
E (2) E
‘e RdE
0‘ L1 L1 L1111 L1111 L1 11117
12 :l LI LI | l.l 1! LI | lll LI l L I I LI li
N % ]
n @ / .
w 8 / ]
w-cs“' - ® ¥ -domain solution ]
(el 5 ]
liln ]
e ]
C (b) 3

. L1l Ll 11 L1111 L1111 Ll 11 L1111
01 2 r, /ri 3 4

Figure 8. Finite domain solution (®) vs. ¥ -
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Figure 13. Model 1 of a concrete bond Speci men.
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Figure 14. Traction vs. displacement for 4 specimen
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Page: 3
[Jvci]Assumption on the relative stiffness of the matricesis not applicable to the frp bar.

Page: 3
[dvc2] Hutchinson and Jensen [24] was deleted since their analysis of misfit did not address a variation of
theradius.

Page: 3
[Jvc3|Do we want to say first order? Hailing didn’t know how to interpret it.

Page: 6
[avc4]Do we want to mention this?

Page: 11
[Jvcs]Should we say apparent?

Page: 13

[avce]Correct word?



